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Millennium Infinity, Ovation and Encore

doors are crafted with medium density

fiberboard components into stable,

environmentally friendly products.

Our time-tested, patented construction

avoids the problems of other

composite door products – they will

not shrink or split and have no

possibility of stile and rail separation.

While these construction techniques

improve the integrity of the doors,

they also open wide your ability to

customize designs for your project!
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Millennium Door brings you the ability to

direct the feel of your project at the very first

opening.  From Grand Cayman Island to

shores of Waikiki; from a wooded neighbor-

hood in the Northeast to high-rises in the

Southwest;  Millennium Doors have accented

the style of a wide variety of projects.  No

matter the project, style or situation, the

Millennium Collection will fit your needs.



Infinity moldings create traditional

and contemporary spaces with

dramatic flare.  With three molding

options in Raised, Flush and

Plant-on profiles, Infinity doors

create design impact and style

to every space.  From a 90 minute

stair well door to the pocket pantry

door, Infinity has the right combi-

nation to meet all the physical

requirements of your plan.

Ovation combines precision

craftsmanship and our patented

Fiberfuse technology to bring

you more design options.

With your ability to change

panel types from flat to raised,

add your choice of sticking and

even applied moldings, you can

customize not only the elevation

of the door, but its profile too.

When you combine these

options you can create truly

unique doors to compliment

your architectural style.

Design driven and cost effect

Encore doors are router carved by

our CNC computers for a resulting

look of a beautiful raised panel.

While their laminated fiberboard

construction with softwood stiles

and MDF rails for maximum screw

holding performance provides

reliability, their biggest strength is

in the flexibility of the state of the

art equipment that produces them.

Your exact designs are precision

carved, sanded smooth, primed

and ready to bring added value to

your overall plan.
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➤ Striking appearance featuring
dramatic raised panels

➤ Detailed inlaid molding profiles:
Raised, Flush and Plant-on

➤ Patented, integral panel design
➤ Over 120 standard designs, plus

custom design flexibility
➤ 10 year interior, 2 year exterior

warranties
➤ Made in the USA

➤ Uniquely layered construction
➤ Over 140 standard designs, plus

unlimited combinations of detail
➤ Integra-Lok® wood edge for

screw holding power
➤ 10 year interior, 5 year exterior

warranties
➤ Environmentally friendly and

structurally superior
➤ Made in the USA
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➤ Cost effective
➤ Dramatic raised panel look created

by computer routing equipment
➤ Solid surface construction, no

possibility of stile and rail
separation

➤ Over 140 standard designs plus
unlimited variations

➤ 10 year interior warranty
➤ Made in the USA

➤ Available with Infinity, Ovation,
and Encore

➤ Pre-hung units, singles and pairs,
on paint grade jambs

➤ Soft arch and radius casing sets
in 9 profiles

➤ 20 Minute rated arched frame units
➤ Drywall spacers aid in ease of

installation
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101 102 103 104 105 106

201 202 203 204 205 206

301 302 303 304 305 306

401 402 403 404 405 406

501 502 503 504 505 506

507 508 509 510 511 512

513 516 517 518 519 520

521 522 523 524 525 526

526 528 529 530 531 532

533 534 535 536 537 538

539 540 541 542 543 544

545 546 547 548 549 550

551 552 553 554 555 556

557 558 559 560 561 562
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Infinity Raised Molding 1000 series
Infinity Architectural 2000A series
Infinity Designer 2000D series
Encore 6000 series
Ovation 7000 series

Note: Use one of the “Series” numbers
above to define what type of door
you want with the style of your
choice.  Example:  #1101 would be
an Infinity 101 square top, one panel
with raised moulding.

563 564 565 566 567 568

569 570 571 572 573 574

575 576 577 578 579 580

581 582 583 584 585 586

587 588 589 590 591 592

593 594 595 596 597 598

599 600 601 602 603 604

605 606 607 608 609 610

611 612 613 614 615 616

617 618 619 620 621 622

623 901/951 902/952 912/962
LOUVERS AND FALSE LOUVERS



Our patented solid core premium
construction features  MDF raised
molding and a dramatic raised panel.
The unique integral panel design will
not shrink or split and there is no
possibility of stile and rail separation.

Over 120 standard designs are offered
and custom design layouts are available.
Submit your special design requests for
review by our engineering and design lab.
Most designs are available in 1-3/4” and
1-3/8” thick configurations. Infinity Doors
can be supplied in sizes up to 4/0 x 10/0.

Infinity Doors are offered in three
different raised molding profiles with
the accompanying flush molding for
matching bypass or pocket applications.
Each of these molding profiles is designed
to enhance a wide range of architectural
requirements.  Take a moment to review
each of the molding profiles and you will
begin to see the possibilities.

Infinity Series molding creates traditional
and contemporary design layouts. Perfect
for more intricate designs and layouts
with numerous panels.  Infinity molding
was our first molding design and tens of
thousands of doors with Infinity molding
have been supplied to some of the finest
projects throughout the United States.

The increased dimension and detail profile
of our Architectural Series molding has been
developed to enhance the appearance
of larger size doors (1-3/4” doors only).

Our dramatic Designer Series molding
makes a bold statement.  When your design
calls for the ultimate in a high profile raised
molding, choose Infinity Doors Designer
Molding (1-3/4” doors only).
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PATENT #5,918,434

Infinity Doors are uniquely designed composite doors

with raised panel appearance and decorative raised molding.

Their elegant appearance and superior value make them the

perfect choice for any project. No other door can offer this

combination of beauty, detail and function.



Specifications:
➤ Patented precision design with integral panels provides uniform structural

support.  Seamless stile and rail with no possibility of separation.  Will not
shrink, split, warp or move.

➤ Doors available in 1-3/4” and 1-3/8” thick and feature a smooth MDF surface.

➤ Internal stiles have one-inch width softwood.

➤ Moisture resistant Type 1 glue internal construction.

➤ Solid continuous particleboard core.

➤ Raised or flush moldings installed to precision tolerances (.030 inch).

➤ Primed all six sides ready to begin the finishing process (see care and
finishing instructions).

➤ One or both sides with molding or separate designs on each side.

➤ Customized designs are available.  Our engineering lab will review all designs.

➤ Quality crafted with environmentally friendly materials in the United States.

Fire Rating:
20-minute positive pressure fire rating available with all three styles of
molding. 45 thru 90-minute available with Infinity Raised, Infinity Flush
and both Infinity and Architectural Plant-on moldings. Maximum size
up to 8/0 x 8/0 pairs. For more detailed fire rating information, visit our
website at www.millenniumdoors.com

STC (Sound Transmission Class)
Infinity door panels carry comparably high ratings per ASTM E90-90
of STC 34. Unit testing results were certified at STC 31.
For more detailed STC rating information, visit our website at
www.millenniumdoors.com

Infinity Series molding with raised
panels create a dramatic impression.

Architectural Series molding enhances
the scale and proportion on larger doors.

Designer Series molding adds intricate
detail for a striking appearance.
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The revolutionary Ovation Door

is precision crafted from

components made of medium

density fiberboard. This stable

material is an environmentally

friendly substrate that will not

split or warp and provides a

smooth paintable surface.
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The Fiberfuse® process bonds the
pre-machined sheets into a layered
composite under extreme pressure.
Exterior grade type one glue is
utilized for strength and durability.
Technology, engineering and
craftsmanship come together to
make the Ovation Door superior to
any other composite door product
on the market.

Our patented Integra-Lok® wood edge is keyed and bonded into
the edge of every Ovation Door utilizing our Fiberfuse® process.
This unique design feature will not allow the wood edge to pull
out and ensures screw holding power. The Integra-Lok® is  a
unique design element that keeps the Ovation Door rigid and
straight. It won’t twist and bend like other composite door
products. The Ovation Door with its Integra-Lok® wood edge
requires no special door hardware or fasteners to install.

Fire Rating:
Up to 90-minute positive pressure fire ratings available with
5/8” flat panel. Maximum size 20-minute up to 8/0 x 8/0 pairs.
45 thru 90-minute up to 7/0 x 8/0 pairs. For more detailed
fire rating information, visit our website at
www.millenniumdoors.com

STC (Sound Transmission Class)
Ovation door panels carry comparably high ratings per ASTM
E90-90 of STC 30 to 39 based on panel choice. Unit testing
results were certified at STC 34. For more detailed STC rating
information, visit our website at www.millenniumdoors.com

The Integra-Lok® wood edge
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Millennium Doors was

founded on the premise

of Customer Service.

With production facilities in
California and national distribution
networks, we can ensure that the
order you place this week will go
into production this week.
Numerically controlled computer
routing equipment runs around
the clock to insure on time delivery
schedules.  With one of the shortest
lead times in the industry, we
partner with you for a smooth
project schedule.
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The Ovation Door is offered in a wide variety

of styles to fit any architectural requirement.

Over 140 standard designs are available and unlimited custom
design flexibility is offered with the Ovation Door.  Choose or modify
a standard design or create your own unique design.  Many of our
standard designs began as a custom customer request.  Additional
quarter round sticking profiles shown on page 15.
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Ovation’s solid, time-tested

construction, where you choose

between a variety of flat and

raised panels and three sticking

options, can now be further

enhanced with our new

Bolection moldings.

Offered in two different profiles, large
and small, these molding are inlaid
around the edge of the door panels.
While some designs are limited due
to space, Bolection moldings add
another layer of depth – beautifully
complimenting the appearance of
the door and bringing special detail
to your project or home.
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1-3/4” FLAT PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/4” FLAT PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/8” FLAT PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/8” FLAT PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/4” FLAT PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/4” FLAT PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/8” FLAT PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/8” FLAT PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/4” FLAT PANEL BOLECTION SMALL
WITH NO STICKING

1-3/4” FLAT PANEL BOLECTION LARGE
WITH NO STICKING

1-3/8” FLAT PANEL BOLECTION SMALL
WITH NO STICKING

1-3/8” FLAT PANEL BOLECTION LARGE
WITH NO STICKING

1-3/4” FLAT PANEL BOLECTION SMALL 20 MIN.
WITH QUARTER ROUND STICKING

1-3/4” FLAT PANEL BOLECTION LARGE 20 MIN.
WITH QUARTER ROUND STICKING

1-3/4” PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/4” 7/8” PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/4” FLAT PANEL BOLECTION SMALL 20 MIN.
WITH SQUARE STICKING

1-3/4” FLAT PANEL BOLECTION LARGE 20 MIN.
WITH SQUARE STICKING

1-3/4” 7/8” PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/4” 7/8” PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/4” FLAT PANEL BOLECTION SMALL 20 MIN.
WITH NO STICKING

1-3/4” FLAT PANEL BOLECTION LARGE 20 MIN.
WITH NO STICKING

1-3/4” 7/8” PANEL BOLECTION SMALL
WITH NO STICKING

1-3/4” 7/8” PANEL BOLECTION LARGE
WITH NO STICKING

1-3/8” 7/8” PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/8” 7/8” PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/8” 7/8” PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/8” 7/8” PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/8” 7/8” PANEL BOLECTION SMALL
WITH NO STICKING

1-3/8” 7/8” PANEL BOLECTION LARGE
WITH NO STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL
WITH NO STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE
WITH NO STICKING

1-3/8” 9/16” PANEL BOLECTION SMALL
WITH QUARTER ROUND STICKING

1-3/8” 9/16” PANEL BOLECTION LARGE
WITH QUARTER ROUND STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL 20 MIN.
WITH QUARTER ROUND STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE 20 MIN.
WITH QUARTER ROUND STICKING

1-3/8” 9/16” PANEL BOLECTION SMALL
WITH SQUARE STICKING

1-3/8” 9/16” PANEL BOLECTION LARGE
WITH SQUARE STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL 20 MIN.
WITH SQUARE STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE 20 MIN.
WITH SQUARE STICKING

1-3/8” 9/16” PANEL BOLECTION SMALL
WITH NO STICKING

1-3/8” 9/16” PANEL BOLECTION LARGE
WITH NO STICKING

1-3/4” 1-1/4” PANEL BOLECTION SMALL 20 MIN.
WITH NO STICKING

1-3/4” 1-1/4” PANEL BOLECTION LARGE 20 MIN.
WITH NO STICKING



The unique construction process of our Encore Router Carved Doors
allows for intricate and virtually unlimited design possibilities, while a
traditional molding profile enhances each panel design.  We offer 144
standard designs or you may create your own special design.  Our
engineering lab will be happy to review any custom request.  Encore
Router Carved Doors, with foam core or optional particle board core,
are available in 1-3/4” and 1-3/8” thickness.
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Encore Router Carved Doors

are constructed of laminated

fiberboard with softwood stiles

and MDF rails for maximum

screw holding performance.

Our CNC computer driven routing

equipment individually carves

each door to exacting tolerances.

The result is a beautiful raised

panel door that offers extreme

design flexibility.  State of the

art sanding equipment is used

prior to the factory primer

application providing a smooth

surface ready to begin the

finishing process (see care and

finishing instructions).

➤ Dramatic raised panels

➤ Traditional molding profiles

➤ Custom design flexibility

➤ Solid surface construction

➤ No possibility of stile and rail separation

➤ State of the art production capability

➤ Factory primed

➤ Solid softwood stiles for screw holding performance



Encore Doors Feature:
Light Weight Construction – Due to
the unique composite materials
Encore Router Carved Doors are
lighter than other MDF competitors.
With softwood stiles, standard
hinges and screws can be used.

Unlimited Designs:
Encore Router Carved Doors are
available in over 140 standard
designs and hundreds of custom
designs are possible.
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Specifications:
➤ Traditional router raised panel

design provides uniform structural
support.  Seamless stile and rail with
no possibility of separation. Will not
shrink, split or warp.

➤ Doors available in 1-3/8” or 1-3/4” thickness.

➤ Solid softwood stiles for screw holding strength.

➤ Moisture resistant type 1 glue internal construction.

➤ Architecturally correct door weight. Foam core keeps
door weight consistent with standard stile and rail doors
for easier hanging.

➤ Primed all six sides, ready to start the finishing process
(see finishing instructions)

➤ One or both sides routed or separate designs on each side.

➤ Customized designs are available. Our engineering lab will
review  all designs.

Fire Rating:
Up to 90-minute positive pressure fire ratings available with solid core.
Maximum size 20-minute up to 8/0 x 8/0 pairs. 45 thru 90-minute up to
7/0 x 8/0 pairs. For more detailed fire rating information, visit our
website at www.millenniumdoors.com

STC (Sound Transmission Class)
Encore door panels carry comparably high ratings per ASTM E90-90
of STC 26 to 35 based on core type.  For more detailed STC rating
information, visit our website at www.millenniumdoors.com
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➤ Under heat and pressure, “lami” glass is constructed with
a PVB plastic interlayer between 2 sheets of glass to form
one single, opaque, impact resistant sheet.

➤ Laminated glass has a sound control rating of STC 34,
effectively blocking out unwanted noise.

➤ Screens out harmful ultraviolet light

➤ Reduced risk of shattering or penetration – glass particles
cling to vinyl interlayer increasing security and peace of
mind.

➤ Smooth both sides for easy clean up and peel coating
protects glass during painting

➤ Doors come factory primed

➤ 1/4” clear tempered glass and obscure glass available to
replace any square panel in either Infinity with a raised
molding or Ovation with your choice of sticking.

Bring the

Light In!

Great for areas where you

want light, privacy and a

clean, fresh look!
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Louver doors are available in Infinity with raised moldings and Ovation with
a flush louver panel, perfect for bypass, pocket doors and to coordinate with
craftsman designs.  With their 2” reveal and cassette construction, which can
be used in place of any square panel, louver doors can add a “tropical” design
element to your project.  Optional “true” or “false” louvers allow for air movement
or privacy as required per plan.

Available in double sided or split design, mirror options are available in all three
lines.  Perfect for bathrooms, closets and dressing rooms, Infinity door designs
on one side can be backed with mirrors that have a raised molding.  This same
“split design” can be done with Encore router carved doors but with an inset,
flush mirror.  In Ovation, “split designs” are available with flat panel construction
and the mirror can also have a soft arch or eyebrow detail at the top and your
choice of sticking.
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The Millennium Collection

offers magnetic chalkboard

and dry erase options in their

Ovation and Encore lines.

Just as with Millennium’s split

door mirror program, now a

chalkboard/dry erase can be on

one side matched with any of

over 140 standard designs or

customized to match your

project on the other side.

These innovative doors are

great for kids’ rooms, pantries,

closets, workshops or family

message centers.

Ovation construction allows even
more design options by allowing
arch or eyebrow panel design on
the chalkboard/dry erase side.
When coupled with sticking options,
such as round, square or no sticking,
you have design flexibility in a stile,
rail and panel type application.

For a traditional router carved
application, chalkboard/dry erase
are available in the Encore line.
Available in foam or solid core, Encore
offers a lighter weight alternative
with even more standard designs
available for split construction.
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➤ Bifold doors are ideal for use in
smaller places such as closets,
storage areas and laundry rooms

➤ Infinity raised molding bifold doors
have raised molding on the
outside and flush panels on the
inside for clearance

➤ Bifold doors come boxed with
hardware and top guide track

➤ Wood top rail and heavy-duty
hardware are standard

Easy Operation,

Space Saving!
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Jamb Width Options

4-9/16”
4-3/4”
4-7/8”
5-1/4”
5-1/2”
6-9/16”
7-1/4”

Hinge Color Options

US26 Bright Chrome
US26D Dull Chrome
US10B Oil Rubbed Bronze
US15 Satin Nickel
US15A Antique Nickel
US3 Bright Brass

Arch Top Jamb Block Supports
(To be installed before drywall)

Created on computer controlled routing equipment, head jambs are

made from medium density fiberboard for consistency and a smooth

paintable surface. Jamb legs are made of primed finger jointed pine.

For house to garage applications, a 20 minute fire rating is available in soft arch
design.

Arch top interior doors and jambs can be manufactured in single or paired
openings. The new jamb lock design features a metal plate connector for
alignment and stability.

Units come pre-hung and ready for installation. This insures a constant reveal
between the door and jamb for a proper fit.

Interior frames are available in a variety of widths for both 1-3/8” and 1-3/4”
doors.  1-3/8” thick doors have 5/8” radius hinges, 1-3/4” thick doors have 1⁄4”
radius hinges, and both sizes have 1-1/2 pairs for 6/8 and 7/0 with 2 pairs on
8/0 heights in an array of popular finishes.

Radius jamb kit includes two MDF radius jamb block supports, which are also
available separately to meet your framing and drywall installation needs.  These
supports are considered an essential part of the Radius jamb kit and provide for
proper installation of your pre-hung radius door units.

Jamb Lock Design for Alignment
and Stability Casing sets include legs

and headers for both sides
of the opening.  Casing sets
ship packaged with soft arch
singles and pairs and with
radius arch singles.  Jamb
and hinge options are
also available.

See www.millenniumdoors.com
for more details.

#711 Casing  5/8 x 2-1/2

Colonial Casing  11/16 x 2-7/8

Cape Cod Casing  5/8 x 2-1/2

Bell Court Casing  1-1/4 x 2-1/2

Hermosa Casing  1-3/16 x 3-1/4

#351 Casing  11/16 x 2-1/2

#356 Casing  11/16 x 2-1/4

Riviera Casing  11/16 x 2-1/2

#444 Casing  5/8 x 3-1/8
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One pillar of a sustainable strategy is the

selection of proper building materials.

Sustainable materials such as MDF (medium density
fiberboard) are not only a good environmental choice
upfront, but also in the long run as they do not
degrade over time.   The base material of all three
Millennium Door lines is MDF, made from the
byproducts of the lumber industry, utilizing the
extra wood unable to be made into anything else.
Even the sawdust created from cutting boards
can be made into high quality MDF.

For indoor environmental concerns, we are able to
control our composite wood, adhesives and sealants,
reducing the quantity of indoor air contaminants that
are odorous, irritating and/or harmful to the comfort
and well being of installers and occupants.

Because all of our doors are made in the USA,
many projects we supply can obtain Regional
Manufacturing credits.  With close suppliers, we
use products that are extracted and manufactured
within the region, thereby supporting the use of
indigenous resources and reducing the environ-
mental impacts resulting from transportation.

We applaud projects designed for sustainability and
welcome a chance to contribute.  Please send your
project specifics and available credits to Millennium
Collection group at www.millenniumdoors.com
or call (888) 454-2888.
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WARRANTY PERIOD:
TYPE INTERIOR EXTERIOR SPECIALTY PRODUCTS
INFINITY 10 YEARS 2 YEARS* VARIES WITH PRODUCT
ENCORE 10 YEARS N/A VARIES WITH PRODUCT
OVATION 10 YEARS 5 YEARS* VARIES WITH PRODUCT
*Only when exterior sealant is applied by ABS-Mfg.

SPECIALTY PRODUCTS:
LOUVER 10 YEARS N/A N/A
CHALKBOARD 10 YEARS DOOR N/A 1 YEAR CHALKBOARD
DRY ERASE 10 YEARS DOOR N/A 1 YEAR DRY ERASE
GLASS 10 YEARS DOOR N/A 1 YEAR GLASS
MIRROR 10 YEARS DOOR N/A 1 YEAR MIRROR
ARCHED/RADIUS 10 YEARS DOOR N/A 1 YEAR JAMB

Warranty Disclaimer:
Should any door manufactured by American Building Supply fail to conform to this published warranty, American Building Supply will repair or replace the
door. If repair or replacement is not practical, American Building Supply will refund the full purchase price of the door. The warranty does not cover refinishing,
rehanging or any other cost related to the repair, replacement, or refund. The manufacturer will not be liable for any door(s) repaired or replaced without it’s
prior written consent. The purchaser, upon receipt of the doors, should inspect each door.

The purchaser must give written notice of any claim to American Building Supply within 15 days after receipt of doors. American Building Supply must be given
a reasonable opportunity to investigate the reported defect before corrective action has begun.

This warranty is subject to the following tolerances:
1. Size tolerance: thickness ± 1/16", length ±  1/16", width ± 1/16", prefit width ±  1/16".
2. Squareness tolerance diagonal measurement difference will not exceed 1/8".
3. Factory hardware preparation tolerance ± 1/32" on hinge preparation and lock preparation cutouts.
4. Warp will not be considered a defect unless it exceeds •” in the plane of the door itself. For doors 1-3/4" or thicker, warp will not exceed •” in doors 3/6 x 7/0 or

smaller, nor will it exceed •” in any 3/6 x 7/0 section of larger doors. For doors less than 1-3/4" thick, warp will not exceed •” in doors 3/0 x 7/0 or smaller. Warp is
measured by placing a straight edge on the concave face and determining the maximum distance from straight edge to door face.

5. Louver door blade warp tolerance is not to exceed •” between blades.
6. Pre-hung jamb warp tolerance is not to exceed •”.

This warranty is subject to the following storage and handling instructions:
1. Doors shall always be stored flat and in clean, dry surroundings protected from dirt, water, and abuse. If stored for a long period of time, the doors must be

sealed on all six sides with a high quality primer sealer. Never store doors directly on concrete and allow spacing for proper ventilation.
2. Doors must not be exposed to excessive amounts of moisture, heat or direct sunlight.
3. Doors must always be handled with hands or clean gloves.
4. Doors must always be lifted and carried, do not slide or drag across one another.

This warranty is subject to the following finishing instructions:
1. Interior primed doors should be finished in accordance with the published American Building Supply care and finishing instructions for primed interior

doors.
2. Exterior primed doors should be finished in accordance with the published American Building Supply care and finishing instructions for primed exterior

doors and must be ordered with exterior sealant.

Warranty limitations and exclusions:
1. Exterior doors in locations without adequate overhang protection from the elements, or hung in pairs.
2. Doors painted dark colors without protection from the elements.
3. Exterior doors without exterior sealant applied by ABS-Mfg, door thicknesses less than 1-3/4" and/or with panel thickness less than 5/8".
4. The natural variations or unsatisfactory results in color, texture, gloss level, or appearance resulting from the field application of paint or any other finishing

material.
5. Warp not exceeding •” in the plane of the door itself. Warp shall include bow, cup and twist. For doors larger than 3/0 x 7/0, warp not exceeding 3/8" in the

plane of the door itself.
6. Doors left unfinished at the job site and exposed to the sun or excessive cold, heat, or moisture.
7. Radius top doors for warp or exterior applications.
8. Doors with design one side / flush slab one side.
9. Glass or Mirror – breakage once doors have been received.
10. Failure to drill pilot holes for all hardware attachment screws.
11. Failure to follow Care & Finishing, Installation, and Maintenance Instructions.
12. Specialty doors, such as Glass, Louver, Mirror, Marking Board and split design when used in exterior applications.
13. Jambs shipped knock down.
14. Failure to install pre-hung jambs and doors per Installation Instructions. Including, but not limited to, improper handling and on-site storage per Care &

Finishing.
15. Cutting doors more than 1" in height and/or more than a total of •” in width.
16. Damage beyond the control of American Building Supply, Inc., including but not limited to, mishandling, shipping caused breakage, cracking or scratching;

normal wear and tear, customer misuse, abuse, neglect or alteration; acts of nature including, but not limited to, fires, floods, earthquakes, wind, etc.

There are no warranties that extend beyond the foregoing, and the manufacturer’s responsibility under this warranty is as stated herein. No dealer, distributor or
person other than the manufacturer has the right to alter this warrant verbally or in writing. The manufacturer shall not be liable for consequen-tial, indirect or
incidental damage, or for any amount in excess of the manufacturer’s price for the doors involved, whether the claim is for breach of warranty or negligence.

In order to provide our customers with the finest products, manufactured in the most up-to-date manner, American Building Supply reserves the right to make
design or specific construction changes without notice.

Infinity, Encore & Ovation Warranty
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Care & Finishing Instructions (WDMA Recommendations):
1. Acclimatize - Prior to painting, insure that the building atmosphere is dried to a normal interior relative humidity and temperature. Insure that the doors

have been allowed to equalize to stable moisture content.
2. Storage - Doors should always be stored flat and in a clean dry surrounding with spacing to allow for proper ventilation. Doors should not be stored directly

on concrete or leaned against walls.
3. Preparation - Doors should not be considered ready for painting when initially received. Prior to painting, remove all handling marks, raised grain, and other

undesirable blemishes by completely block sanding all surfaces with 180-220 grit sand paper or fine sanding sponges and spot prime as needed.
4. Seal Door - All exposed surfaces must be sealed, including the top and bottom rails.
5. Between Coats - Insure that the door surfaces being painted are satisfactory in both smoothness and color before applying the next coat. Sand if necessary

and be sure that each coat is hard and dry before applying the next coat.
6. Paint Selection - On factory primed doors, a waterborne all acrylic latex finish is most compatible with the primers used and is highly recommended.

Always obtain and follow paint manufacturers recommendations. Never attempt to paint in high moisture conditions, for the paint will not dry quickly
enough and will penetrate into the door and can cause expansion and surface irregularities.

7. Exterior Application - When painting exterior doors, two coats of high quality exterior sealer or primer must be used. Top and bottom rails, edges, faces,
hardware cutouts, light and louver cutouts must be sealed prior to finish painting. This must be done as soon as the doors arrive at the job site.
To prevent warping, avoid dark colors and have adequate overhang to protect the doors from the elements. Exterior doors must be ordered with exterior
sealant applied at factory or warranty will be voided.

8. Painting - Apply a minimum of two coats of high-grade latex or enamel appropriate for the application to all six sides. During paint application process
doors should be stood straight up or hanging. Do not lean doors or lay doors down without equal support throughout the door to avoid warpage. Insure
that the environment that the doors are painted in is dry and at a temperature recommended by paint manufacturer.

9. Test Door - Always only paint ONE door to assure quality first before continuing on. ABS-Mfg must be contacted immediately if any quality issues are
noticed.

Maintenance:
1. Most finishes on exterior doors deteriorate relatively quickly. Inspect the condition of exterior finishes at least once a year and refinish as often as needed to

maintain the protective integrity of the finish.
2. I nsure that the doors continue to swing freely and that all hardware remains functional.

Installation:
1. The utility or structural strength of the doors must not be impaired in fitting to the opening, in applying hardware, in preparing for lites, louvers, plant-ons or

any other detailing.
2. Use two hinges for door up to 60" in height, three hinges for doors up to 90" in height and an additional hinge for every additional 30" of door height or

portion there of. Use heavy weight hinges on doors over 175 pounds. For special 90 minute rated doors special hinge applications apply due to excessive
door weight.

3. Clearance between door edges and door frame should be a minimum of 1/16" on hinge edge. For latch edge and top rail the clearance should be 1/8".
4. All hardware locations, preparations for hardware and methods of hardware attachment must be appropriate for the specific door construction. Templates

for specific hardware preparation are available from hardware manufacturers or their distributors.
5. When lite or louver cutouts are made for exterior doors, they must be protected in order to prevent water from entering the door core. Metal flashing on

cutouts is required.
6. Pilot holes must be drilled for all screws that act as hardware attachments. Threaded to head screws, are preferable for fastening hardware to non rated

doors and are required on all fire rated doors.
7. In fitting for height, do not trim top or bottom edge more than •” unless accommodated by addition blocking. Never trim the top edge of a fire rated door.
8. Doors and door frames must be installed plumb, square and level.
9. When installed in exterior applications, doors must be properly sealed and adequately protected from the elements. Flashing should be applied at head,

jambs and seal.
10. For installation of any fire rated door see “Fire Door Installation - see #12 below”.
11. Radius jamb installation:

11.1 To insure a proper installation make sure framing is square and plum. Before installing drywall, install MDF Radius Jamb Blocks (supplied with radius
jamb product.

11.2 Install drywall over opening. When installing drywall, using screws rather than nail into the Jamb Block is suggested. Trim drywall to radius opening.
11.3 Install pre-hung radius door unit. Shim unit starting from the hinge side working around the door providing proper reveal. Installation directly against

wall studs is strongly discouraged. Make sure jamb is plumb and the reveals between door and jamb are uniform and even. Note: For large or heavy
doors you may need to replace the two hinge screws that are closest to the jamb stop with 2-1/2" to 3-1/2" screws that go through the shims and bite
into the wall stud.

11.4 Your Radius Jamb System is shipped with the stop tacked into place. Adjust jamb stop if needed and finish nail. Install decorative casing around jamb
providing an even reveal between casing and jamb edge.

12. Fire door installation:
NFPA 80, Fire doors and Windows, 1995 Edition, requires that all fire doors and frames be prepared under an inspection service.
12.1 All components of an opening must have a certification label or certification mark to identify as a fire rated component. This identification MUST be

applied at the point of manufacture or at an authorized machining distributor. FIELD LABELING OF ANY COMPONENT BY ANYONE OTHER THAN THE
INSPECTION AGENCY SHALL VOID THE LABEL.

12.2 The lowest rating of any component determines the rating for the total assembly. (I.e. if a 1 hour door is installed in a 20 minute frame, the maximum
rating for the total assembly would be 20 minutes.)

12.3 The clearance between the door and the frame and between meeting edges of doors swinging in pairs shall not exceed 1/8 inch. The clearance under
the bottom of the door shall be as follows.
12.3.1 The clearance between the bottom of the door and a raised noncombustible sill shall not exceed 3/8".
12.3.2 Where there is no sill, the clearance between the bottom of the door and the floor shall not exceed 3/4".
12.3.3 The clearance between the bottom of the door and the rigid floor tile shall not exceed 5/8".
12.3.4 The clearance between the bottom of the door and the nominal surface of floor covering shall not exceed 1/2".

12.4 Job site modification is restricted to the following.
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Utilizing intumescent technology and our fiberfuse process,
the Millennium Collection now offers over 140 standard
designs with unlimited customization on 90-minute doors.
The 90-minute rated fire door is available in Infinity, Encore,
or Ovation and not only matches all project doors from the
stairwell to the closets but also any décor.

These doors are available in sizes up to 3/6 x 8/0 1-3/4 for
a single and up to 7/0 x 8/0 1-3/4 as a pair.  All Millennium
Collection doors have fully customizable stile and rail
sizes and layouts and are all paint grade, constructed
with premium medium density fiberboard (MDF). The
90-minute core of these doors is constructed with layered
intumescent and is covered with MDF.  The intumescent
doors are rated for both category A and category B.

This fusion of functionality and design flexibility gives
the designer more control than ever before to match
the theme of a building while conforming to strict
fire code.  To see the specifications for the 90-minute
door or learn more about many of the other products
offered by the Millennium Collection please visit
www.millenniumdoors.com or call (888) 454-2888.

Care & Finishing and Installation
12.4.1 Function holes for mortise locks, and mounting holes for hardware not to exceed 1" in diameter.
12.4.2 Holes for labeled viewers.
12.4.3 Protection plates and preparation of surface mounted hardware.
12.4.4 A maximum of 3/4" undercutting of BOOK HEIGHT doors.
12.4.5 Pilot holes MUST be drilled for all screw applications.

12.5 Fire doors, with wood, particle board, or mineral core are manufactured with the same size top and bottom rails, so that either end of the door can be
the top. If there is an exception, the rails will be identified, and the top of the door must not be trimmed.

12.6 Positive pressure assemblies require the following.
12.6.1 To qualify for smoke and draft assemblies (PER UBC STD 7-2 1997) the doors must have the secondary “S” label and be installed with listed

gasketing that meets (UBC STD 7-2 1997 Part 2) for 20 Minute only.
12.6.2 Approved intumescent smoke seals must be applied to the sides and top of the frame, and to the meeting edge of the inactive leaf of doors

hung in pairs.
12.6.3 See installation instructions provided with the approved intumescent smoke seals, which are used.

12.7 Latch sets must have a minimum throw of 1/2" NFPA 80 Table 2-8.2.3 states that the latch throw for pairs must be 3/4". The minimum latch throw is
stated on the certification label.

12.8 Hinges to be installed per NFPA 80 Table 2-8.1.1. Two hinges are required for a 60" high door and one additional hinge is required for each additional
30" or fraction thereof. The size and thickness of the hinges are covered in the table.

12.9 Closers attached to mineral composite or particle board core doors usually must be through bolted. An exception to this would be when the doors
have interior blocking that would permit the closures to be attached with screws.

12.10 When vision lights are installed in a fire door, the cutout must be done at the manufacturing facility or machining facility. Cutting the door for lights in
the field is not allowed unless the preparation is performed under an inspection and a labeling program. Only certified fire rated glass, which is
installed in approved frame shall be used. Only glazing labeled for fire may be used, and must be installed in accordance with their individual listing.

12.11F ire doors equipped with automatic louvers shall be used only for protecting openings in required enclosures when the opening is not in a means of
egress or otherwise located so that products of combustion flowing through the opening could jeopardize the use of exits prior to the operation of
the louver. 20 minute fire rated doors are not permitted to have louvers.

12.12 Wrap around steel edges with an astragal must be applied to meeting edges of pairs, unless the certification label specifically states that they are not
needed. 20 minute doors can usually be installed in pairs with metal steel meeting edges without an astragal. Steel meeting edges should be 18 or 20
gauge, with a minimum lap of 1". Attachment should be with 3/4" No. 8 screws, 12" on center. Mortise edge guards are not allowed unless included in
the individual listing.

12.13Certification labels are attached at the point of manufacturer or under an inspection service and MUST NOT be removed or replaced except by
authorized representatives of the inspection agency. Labels will be applied on the hinge stile at eye level.

The Millennium Collection introduces a 90-Minute Rated Door
for Architects and Designers to Cheer About

Infinity

Encore

Ovation




